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(4) Other engine or vehicle param-
eters, if approved by the Adminis-
trator. 

(e) Where the fuel economy label is 
incorporated with the pricing informa-
tion sticker, the applicable vehicle de-
scription, as set forth in paragraph (c) 
or (d) of this section, does not have to 
be repeated if the information is read-
ily found on the Motor Vehicle Infor-
mation and Cost Savings Act label. 

(f)(1) For fuel economy labels of pas-
senger automobile model types requir-
ing a tax statement under § 600.513, the 
phrase ‘‘* * * Gas Guzzler Tax: 
$llllll * * *’’. 

(2) The tax value required by this 
paragraph shall be based on the com-
bined fuel economy value for the model 
type calculated in accordance with 
§ 600.207 and rounded to the nearest 0.1 
mpg. Adjustments in accordance with 
§ 600.209 will not be used to determine 
the tax liability. 

(g) General labels. The annual fuel 
cost estimate for operating an auto-
mobile included in a model type shall 
be computed by using values for the 
fuel cost per volume (gallon for liquid 
fuels, cubic foot for gaseous fuels) and 
average annual mileage, predetermined 
by the Administrator, and the fuel 
economy determined in § 600.209(d). 

(1) The annual fuel cost estimate for 
a model type is computed by multi-
plying: 

(i) Fuel cost per gallon (natural gas 
must be expressed in units of cost per 
equivalent gallon, where 100 SCF = 
0.823 equivalent gallons) expressed in 
dollars to the nearest 0.05 dollar; by 

(ii) Average annual mileage, ex-
pressed in miles per year to the nearest 
1,000 miles per year; by 

(iii) The average, rounded to the 
nearest 0.0001 gallons per mile (natural 
gas must be expressed in units of gal-
lons equivalent per mile where 100 
SCF=0.823 equivalent gallons) of the 
fuel economy value determined in 
§ 600.209(d) for a model type. 

(2) The product computed in para-
graph (g)(1) of this section and rounded 
to the nearest dollar per year will com-
prise the annual fuel cost estimate 
that appears on general labels for the 
model type. 

(h) Specific labels. The annual fuel 
cost estimate for operating an auto-

mobile included in a vehicle configura-
tion will be computed by using the val-
ues for the fuel cost per volume (gallon 
for liquid fuels, cubic feet for gaseous 
fuels) and average mileage and the fuel 
economy determined in paragraph 
(h)(1)(iii) of this section. 

(1) The annual fuel cost estimate for 
vehicle configuration is computed by 
multiplying: 

(i) Fuel cost per gallon (natural gas 
must be expressed in units of cost per 
equivalent gallon, where 100 SCF=0.823 
equivalent gallons) expressed in dollars 
to the nearest 0.05 dollar; by 

(ii) Average annual mileage, ex-
pressed in miles per year to the nearest 
1,000 miles per year; by 

(iii) The inverse, rounded to the near-
est 0.0001 gallons per mile (natural gas 
must be expressed in units of gallon 
equivalent per mile, where 100 
SCF=0.823 equivalent gallons) of the 
fuel economy value determined in 
§ 600.206(a)(2)(iii) for a vehicle configu-
ration (city and highway values will be 
adjusted by the factors in § 600.209(a) 
and (b) and combined according to 
§ 600.209(d) before the calculation). 

(2) The product computed in para-
graph (h)(1) of this section and rounded 
to the nearest dollar per year will com-
prise the annual fuel cost estimate 
that appears on specific labels for that 
vehicle configuration. 

[59 FR 39657, Aug. 3, 1994] 

EFFECTIVE DATE NOTE: At 59 FR 39657, Aug. 
3, 1994, § 600.307–95 was added. This section 
contains information collection and record-
keeping requirements and will not become 
effective until approval has been given by 
the Office of Management and Budget. 

§ 600.310–86 Labeling of high altitude 
vehicles. 

(a) The Administrator may approve, 
at the request of the manufacturer, 
specific labels for high altitude vehi-
cles according to § 600.306. 

(b) A high altitude vehicle may be la-
beled with a general or specific label by 
a manufacturer without regard to the 
type of label (general or specific) used 
at low altitude for that model type or 
vehicle configuration. 

[49 FR 13852, Apr. 6, 1984] 
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